
PLASTIC MULCH LAYER

ACOL-72 SERIES



The angle and depth of greaseable discs can 
be adjusted.

Cultivator sweep, for opening ground in 
placement of drip tape.

Drip tape aligning rollers.

Comfortable operator seat.

Adjustable spring loaded wheels for 
plastic layer.

Adjustable brake for drip tape and plastic 
layer.

Lays down drip tape and plastic in one 
pass.

Sturdy frame with double roll holder for 
plastic.

Adjustable brake for drip tape and plastic 
layer.

SPECIFICATIONS ACOL-72
HP Required
Hitch type
Chassis Type
Approximate Weight
Height
Length
Width
Plastic Roll Holder

hp

lbs
in
in
in

70
3 point

Structural Tubing & Steel Plate
1300

43
94
77

Plastic rolls up to 67"

ACOL-72 SERIES
PLASTIC MULCH LAYER

Carretera a Paso Blanco Km. 2 No. 400  /  Col. Vista Hermosa C.P. 20905
Jesús María, Aguascalientes, México

Tel. (449) 92-BISON  /  Fax. (449) 922 4767

www.bison.com.mx
Contact your BISON dealer for more info and other available options.

* Tecnomec Agricola, S.A. de C.V. reserves the right to make any changes deemed necessary to the specifications without prior notice.

* Some pictures may include options that are not a part of the standard equipment.


